
UniView Wifi  System for Classrooms and Remote imaging. 

 

 

 

 

 

 

 

 

 

UniView Full 1080P HD or 4K Cameras can be mounted on microscopes or with power zoom lenses 

mounted overhead, or on a stand, or Zoom stereoscopic microscope for macro work.  

The system can have upto 64 cameras via a central controller and each camera selected for individual 

display. Simultaneous HDMI and SVGA output to screen or projectors. 

The Uniview system offers flexibility in user systems. 

1. With Classroom  Internet: 

Setting up 1 or more cameras on the lecturers microscopes or Zoom lens system, when connected to the 

internet via cloud server images can be seen live across the web. Lecture can choose which camera to 

screen. 

 Frame rates of 15 to 25 F/sec are achieved ( bandwidth dependent). 40+ students can view live images on 

their tablets, computers etc. Students see excellent quality images and can capture stills and movies to a 

preselected folder. These jpg images can be included into students reports. 

Audio may also be transmitted with audio input/output on camera or DVR controller. 

With onboard Hard Disc in the DVR you can save images and movies, then display or copy to USB3.0 port. 

This makes an ideal teachers tool that overcomes for lower resolution of data projectors or having to 

darken the room. An economical way of quality class imaging 

2. With WiFi Router 

This is ideal for classroom with no internet access. 

When equipped with Wi-Fi router all the students can see the image on Pads, Phones (Android, Apple) and 

save the image or movies. Range approx 20metres. For computers and Pads just log onto a unique 

webpage. e.g. http//192.168.1.1 or Uniview Cloud webpage. 

3. Multi Camera /Microscope setup in lecture room. 

When Uniview cameras are hard wired to the NVR system upto 64 cameras may be viewed by the lecture 

and selected to output to HDMI or VGA. Lecture can look at any of the microscopes or view many 

simultaneously with split screen. 
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4. Cameras may be directly connected to the laptop. 

Cameras can be directly connected via the network IJ45 cable connector into your computer. 

 

 

Please contact us for your requirements so we can suggest a system for your imaging requirements 

 

 

 

Scientific Instrument and Optical Sales 

Unit 1, 62 Bishop Street, Kelvin Grove. Qld. 4059 

Phone (07) 3356 0233  Fax (07) 3356 0344 

e-mail   sales@sios.net.au 
 


